WHAT IS IT ABOUT?

Pickled sheets (DKP) are hot-rolled sheets for which the surface finish is stripped with an oiled finish.

The purpose of pickling is to remove the scale formed on the surface by immersionin an acid bath.
These plates are used when ductility characteristics* are more important than strength.

The applications of DKP sheets are sheet metal, cutting or stamping.

DESIGNATION

DKP sheets are available in different qualities:

DD 11
DD 12
DD 13
DD 14
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*The first "D" stands for steel for forming.

*The second "D" stands for hot-rolled sheet for direct forming.

*The number between 11 and 14 is the stamping index, the higher the index, the more suitable the
sheet is for stamping.

* DKP sheets are available in grades S 235 and S 355.

STANDARDS

DKP sheets are governed by the following standards:

EN 10111: which governs the general technical conditions of delivery.

EN 10051: which governs dimensional tolerances.
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FORMATS AND WEIGHTS

DD 11/DD12/DD 13 /DD 14
Thickness in
mm
Format
Weight in

inmm ke
1000 X 2000 24 32 40 48 64 80 96 128 160 192 240
1250 X2500 38 50 63 75 100 125 150 200 250 300 375
1500 X 3000 54 72 90 108 144 180 216 288 360 432 540

*Weights given as a guide subject to factory tolerances. Other formats are available upon request.
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