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WHAT IS IT ABOUT?

Cold-rolled sheet comes in the same shapes as hot-rolled sheet but has a different finish. Indeed,
they are obtained by cold finishing: generally pickling, cold rolling, annealing followed by a light
relamination pass (Skin Pass).
They are used when deformation and ductility characteristics* are more important than strength
characteristics. These steels are also suitable for a wide range of surface finishes such as
phosphating, lacquering, electroplating and often serve as a support for coated steels.
The applications of these sheets are metal furniture, sheet metal work and locksmithing...

DESIGNATION

Cold-rolled sheets are available in different grades:

o DC 01: Folding – C (XC) quality
o DC 03: Light Stamping – Grade E (XE)
o DC 04: Deep drawing – ES quality (XES)
o DC 05: Extra deep drawing – SES quality

* "DC" means cold-rolled product.
* 01 to 05 designating the stamping index (the ability of a sheet metal to undergo deformation). The
higher the index, the more likely the sheet metal is to undergo deformation.

STANDARDS

Cold-rolled sheet is governed by the following standards:

EN 10130 : which governs the general technical conditions of delivery.
EN 10131 : which governs dimensional tolerances and flatness tolerances.
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ASPECTS DE SURFACE

There are 2 surface aspects:

o A: Clean surface that may have some defects. (This aspect is the standard).
o B: Very clean surface with virtually no defects, visible parts.

The 4 surface finishes are:

o b: glossy
o G: Semi Glossy
o M: Normal (this finish is the standard)
o A: Rough

FORMATS AND WEIGHTS

* Weights given as a guide subject to factory tolerances. Other formats are available upon request.


