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WHAT IS IT ABOUT?

Galvanized sheets are cold-rolled sheets that are continuously coated by immersion in a bath of
molten zinc.
The applications of these sheets are: building, ventilation, any application requiring corrosion
resistance, etc.

DESIGNATION

Galvanized sheets are available in different qualities:

o DX 51: Folding 
o DX 52: Light Stamping 
o DX 53: Deep drawing 
o DX 54: Extra deep drawing

* DX stands for continuous hot-dipped coating.
* 51 to 54 designating the stamping index (the ability of a sheet metal to undergo deformation). The
higher the index, the more likely the sheet metal is to undergo deformation.
* The "Z" specifying the zinc coating. The following number gives the zinc load in grams
For both sides.
E.g. Z 275 = 275 g/m² - double-sided - 137.5 g per side.

STANDARDS

Galvanized sheets are governed by the following standards:

EN 10142 : which governs the nuances and qualities.
EN 10143 : which governs dimensional tolerances and flatness tolerances.

GALVANIZED SHEETS 



17

ASPECTS DE SURFACE

There are 2 surface aspects:

o N: Normal
o M: Minimized

The 3 surface finishes are:

o A: Normal surface
o B: Surface improved by skin pass
o C: Upper surface by skin pass

The 4 possible surface treatments are:

o C: chemical passivation*
o O : oiling
o CO: passivation* + oiling
o V: Untreated state

FORMATS AND WEIGHTS

* Weights given as a guide subject to factory tolerances. Other formats are available upon request.


